The 2455PLC is the most flexible listening center designed for educational uses. Its built-in learning center capability makes it ideal for libraries, literacy activities, and ELL/ELD learning applications. The variable speed playback of the Performer Plus on CDs & cassettes enables dance/music students to slow down the music so they can more readily learn new material.

1. 14 Watts RMS loud enough for groups up to 100 people and can also be used as a mini public address system. Steel grilles cover recessed speakers to avoid accidental speaker damage.
2. Built-in mic records lessons/student projects and won’t get lost.
3. Variable speed playback on cassette / CD players ideal for library use, language learning and dance/theatre/music groups.
4. CD-R/RW capability plays teacher and student created materials.
5. Rugged ABS plastic casing for durability and classroom safety.
7. Five rugged stereo headphones with volume control and noise-reducing earcups (made with ABS plastic for added durability).
8. Line input/output on rear connects with computers and other equipment for additional audio muscle to presentations.
9. Six built-in headphone jacks for learning center capabilities with two 1/4” speaker jacks for connecting external speakers.
10. Full function remote control (RC-2400) for flexibility, convenience.

“Project Intercept”
Please contact us immediately if you experience any issues with your Performer Plus Listening Center. Our “Project Intercept” customer service program will quickly repair or replace items under warranty. Simply contact us via phone or email warranty@califone.com.

Visit our website at www.califone.com to learn more about the complete line of Califone® audio products including: Wireless public address systems, headphones & headsets, wireless microphone systems, group listening centers, multimedia players and computer peripheral products.

We are proud of helping teachers enhance student understanding and achievements since 1947, with your satisfaction as our first priority.

This listening center carries a one year warranty with service support available through authorized dealers nationwide.

8.5mm & 1/4” mic inputs for recording and public address uses.

One year warranty for school use - unlike media players purchased from consumer electronics stores whose warranties would be voided if used in schools.

Specifications

- Power Output: 14 Watts RMS
- Distortion: 1% at rated power
- Mic. Inputs: 3.5mm and 1/4”
- Cassette Deck: Variable speed, dual fully programmable decks
- CD Player: Variable speed playback, CD-R/RW, MP3-CD capability
- Jacks: Remote Start/Stop Mic jack, Tape On/Off Jack 2.5mm
- Headphone Jacks: One 3.5mm, five 1/4” phone
- Power Requirements: AC: 110V, 60Hz, DC: UM1 (“D”) batteries (8)
- Dimensions: 18.25” W x 6.5” H x 8.5” D

Stereo Headphones 2924AVPS

- Earcups: Ambient noise-reducing earcups
- Construction: Earcups and Headstrap with rugged ABS plastic for added durability
- Sensitivity: 98dB ± 3dB at 1kHz
- Volume Control: Located on ear cups
- Ear Cushion: Foam-filled leatherette
- Volume Control: Adjustable knob located on ear cup
- Cord: Straight 6’ with reinforced attachment
- Plug: Stereo, 1/4” Nickel Plated
- Ear Pad: Stereo, 3.5 mm Nickel Plated
- Headband: PVC (Washable)
- Rugged PVC with Comfort Sling
- Total Package Weight: 30 lbs shipping weight
- Warranty: 1 year from date of purchase

CPSIA
For more information on any Listening Center component, consult its individual spec sheet, or click here for safety compliance info under the Consumer Product Safety Improvement Act.

Califone® International Inc. 800-722-0500 www.califone.com

2455PLC, March 2011