This 10-pack of 4100AVT headsets are ideal for learning with mobile devices. Its unidirectional mic and noise-reducing around-ear earcups are ideal for high speed internet use for distance learning applications, tutorials, language learning and situations requiring isolated vocalized feedback. The 4100AVT is Windows and Mac compatible.

1. Recessed wiring resists prying fingers for school safety
2. Fully adjustable headstrap, earcups and headstrap made with rugged ABS plastic for added durability in high-use settings
3. Permanently attached 3’ straight cord with reinforced connection resists accidental pull out for classroom safety
4. iOS & Android compatible plug works with smartphones & tablets
5. Unidirectional electret mic with flexible gooseneck and built-in wind screen reduces recording of unintended sounds
6. Noise-reducing earcup lowers ambient noise so volume does not need to be as high - recommended by the American Speech-Language-Hearing Association for hearing safety

- Two-year warranty for school use - unlike headsets purchased at consumer electronics stores whose warranties would be voided if used in schools

“Project Intercept”
Please contact us immediately if you experience any difficulties with your headset. Our “Project Intercept” customer service program will quickly repair or replace items under warranty. Simply contact us via phone or email warranty@califone.com.

Visit our website to register your product and to learn more about the complete line of Califone® audio enhancing and visual technology products including: Wired and Wireless public address systems and lecterns, wireless microphones, headphones & headsets, group listening centers, multimedia players, computer peripheral products and installed classroom infrared systems.

We are proud of helping teachers enhance student understanding and achievements since 1947, with your satisfaction as our first priority.

This 4100AVT headset bundle carries a two-year warranty with service support available through authorized dealers nationwide.

Distributed by:

---

**Specifications**

**Headphones**
- Frequency Range: 30-20,000 Hz
- Sensitivity: 97 dB +/-3dB
- Impedance: NA
- Maximum Power Input: 80mW
- Headband Type: Comfort Sling made using ABS plastic for durability
- Earcup: Noise-reducing with ABS plastic for durability
- Cord connection to earcup: Double-reinforced, channel lock strain relief system resists accidental pull out
- Input Connection: 3.5mm, black jacketed, nickel-plated stereo, 4-pin plug

**Microphone**
- Frequency Range: 70-20,000 Hz
- Sensitivity: -47dB +/-3dB
- Impedance: 2.2KOhms +/-30% (at 1 KHz)
- Maximum Power Input: 200mW
- Type: Electret mic
- Polar Pattern: Unidirectional
- Adjustability: Universal joint for full flexibility
- Cord Length: 3’, permanently attached for classroom safety
- Compatibility: iOS & Android-based devices
- Weight: 10 oz. each, shipping weight 6 lbs.
- Warranty: 2 years from purchase date

**CPSIA**
Click here to view the safety compliances for this product under the Consumer Product Safety Improvement Act

Califone® International Inc. 800-722-0500 califone.com

4100AVT-10L, December 2012